RATIO .
SALES & ENGINEERING DATA  [&5 65:1
FLUID P.S.I.
. 0 - 5850
RANGE:
650963-XXD-B
RELEASED:  9-19-01
TWO BALL PUMP REVISED:
DIMENSIONAL DATA SPECIFICATIONS
. . CONSTRUCTION
Alglixlﬁu;léfflz_rpale;) Q'Z'q'Z'N(fE?HF'e)1 (not shown) IF\’IIodeI TSeries (refer to option chart) . ... .. 250863-XX|3-BT Bal
Dal 5 umpType ................... ir Operated, Two-Ball,
f @ QQ fh :K Air Exhaust (female) . Double Ac“ng Pump
\ \ 1-1/4 - 11-1/2 N.P.SM. Ratio ........................ 65:1
AirMotor .. ................... 66506-B
Motor Repair Kit . . ........... 637112
Motor Diameter ............. 12" (304.8 mm)
Stroke .................... 6" (152.4 mm)
‘ — o Air Inlet (female) ............. 3/4-14 N.PTF. - 1
47-1/8” w\ Air Exhaust (female) .......... 1-1/4 - 11-1/2 N.P.SM. - 1
(1196.2 mn) Lower Pump End Series ......... 66475-XXD
mn | Lower Pump Repair Kit ....... 637098-X43
Packing Options:
5 3 - Glass Filled Teflon
C - UHMW-PE
G - UHMW-PE / Leather staggered
Material Outlet P - UHMW-PE / Teflon staggered upper « UHMW-PE lower
1-11-1/2N.PTF. - 1 (female) R - Teflon | UHMW-PE staggered upper ¢ Glass Filled Teflon lower
0° from air exhaust
k£ Material Inlet (female) ......... 2-11-12N.PTF. -1
27-1/4” Material Outlet (female) ....... 1-11-1/2 N.P.TF. -1
(691.3 mm)
16-1/8” MATERIALS OF CONSTRUCTION
(409 mm) OutletBody ................ Carbon Steel, Nickel plated
Cylinder ................... 420 Stainless Steel
Plunger ............. 17-4 Stainless Steel, Chrome plated
T UpperBall ................. 440 Stainless Steel
] _ UpperSeat ................. 440 Stainless Steel
2-1/4” (56.9 mm) N T - LowerBall ................. 440 Stainless Steel
o LowerSeat................. 440 Stainless Steel
BOTTOM VIEW TOP VIEW InletBody ................. Carbon Steel, Nickel plated
5317 (133,2;;)';;:.;;2: o1 NPTF -1 Weight . ...................... 147 Ibs (66.7 kgs)
Air Inlet
PERFORMANCE
(243 mm) Air Inlet Pressure Range . ........ 30 - 90 p.s.i. (2.1 - 6.2 bar)
Fluid Pressure Range .. ... 1950 - 5850 p.s.i. (134.5 - 403.4 bar)
Max. Rec’d Cycles / Minute . ... ... 70
Displacement In3 Per Cycle . . .. ... 20.7
Volume /Cycle ................ 11.5 oz. (339.1 ml)
Cycles Per Gallon .............. 1.2
Flow @ 70 Cycles / Minute ....... 6.27 g.p.m. (23.7 l.p.m.)
G Wateial Outet Noise Level @ 60 p.s.i. - 40 c.p.m. .. 89.8 db(A)®
6" | | 14-3/16” | @ Tested with 66718 Mufflerinstalled. The pump sound pressure level has been updated
(152 mm) 406" (103 mm) dia. thru (360 mm) ‘\ to an Equivalent Continuous Sound Level (Laeq) to meet the intent of ANSI S1.
8-3/4” 4equalyspaced 34 1 NPTE.- 13-1971, CAGI-PNEUROP S5.1 using four microphone locations.
(222 mm) Air Exhaust

NOTE: Dimensions are shown in inches and (mm), supplied for reference only and are typically
rounded up to the nearest 1/16 inch.
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ACCESSORIES:

65139 Floor Mount

66542 Wall Mount Bracket
66718 Silencer
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PERFORMANCE CURVES
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